
REV.

A

DATE

28/03/17

NATURE DE LA MODIFICATION

EDITION INITIALE

PFS SERBIE - BELGRADE

B 20/04/17 MISE A JOUR

REVERSE OSMOSIS

REVERSE OSMOSIS

RAW 

LEACHATE

ROTARY SCREEN

ROTARY SCREEN

13 m
3
/h

15 m
3
/h

CUVE TAMPON

7 m
3

? T/year

WASTE DISPOSAL

LTpH T

STOCKAGE 

CONCENTRATS

50 m
3

1 m
3
/h

BUFFER TANK

50 m
3

TREATED WATER

50 m
3

FOSSE TOUTES 

EAUX

Caustic soda

Phosphoric acid

Antifoam

Alkaline cleaner

Acid cleaner

Sulfuric acid

254 m
3
/year

770 kg/year

+ 470 kg/year

2 m
3
/year

20 m
3
/year

7 m
3
/year

9 m
3
/year

BUFFER TANK

50 m
3

1 m
3
/h

Utility water

Discharge

ELECTRICAL HEATER /

BIOGAS BOILER (1,6 MW)

13 m
3
/h

LT

SUPERCONCENTRATES

50 m
3

200 g/l

PIT
(RO concentrates 

+ cleaninngs + 

drainings)

2 m
3
/h

8 m
3
/h

13 m
3
/h

SAND FILTER

SAND FILTER

XIT

LT

CONDENSATES

50 m
3

XIT

REVERSE OSMOSIS

7 m
3
/h

7 m
3
/h

6 m
3
/h

5 m
3
/h

1 m
3
/h

Antiscalant

6 m
3
/h

Alkaline cleaner

Acid cleaner

Sulfuric acid

107 m
3
/year

335 kg/year

+ 235 kg/year

1 m
3
/year

Antiscalant

Recovery rate : 55%

Recovery rate : 80%

Parameters of sizing

Annual flow : 90 000 m
3
/year

Disponibility : 80 %

LT

7 m
3
/h

70 °C

90°C

EVAPORATOR


